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We are market leaders and One- Stop shop Company in field of Recycling.
Offering complete design, planning, production and service of Pre- Shredder, Shredder
and Separation Systems.

Specialists in Turn Key Projects, providing cost effective, most comprehensive, efficient
and custom made solutions for ELV'S and Scrap Metal Recycling.
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SIMVIC

TWO SHAFTS
ELECTRIC POWER

MORE POWERFUL

e All electrical power

e Special electrical motor and reducer system

e (Can change power automatic

e (utput power can 1.5-2times than motor power

PRODUCTIVITY

e Special teeth construction suitable for all scrap types

e Different speed between shafts to optimize scrap shredding

e Easier material gripping via articulated ram

MAINTENANCE

e Low cost maintenance than hydraulic motor
e Upper case can open by hydraulic cylinder

e Automatic lubrication shaft bearings

e Easily change shaft teeth and maintaince

ADVANTAGES

e Reduce the explosions in the shredder

e Detect the unshreddable material

e Improve shredder production, reduce shredding time
e Increase service life of wear parts of shredder

e Smooth on shredder electric consumption

WORKING PROCESS

e Inclined hopper feed

e Easier material gripping via articulated ram
e High and adjustable torque

e Separate adjustable shaft rotation speed

e |ndependent shaft electric drive system
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MAIN SPECIFICATIONS

Centar

Machines for scrap recycling.

Type unit PSE-500(600) PSE-700 PSE-900
Feeding width mm 2300 2500 2500
Discs/teeth per disc(bottom) Pieces 4(5)/10 4(5)/10 4(5)/10
Diameter teeth(top/bottom) mm 1600(1600) 1700(1700) 1800(1800)
Shaft rotating speed(top/bottom) rpm 25-35/8-12 25-35/8-12 25-35/8-12
Main motor KW 292(360) 440 584
Capacity T/hour 10-25 30-40 40-60

OPTIONS

e Heavy apron conveyor
e Metal platform(support frame)
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SHREDDER

SIMVIC
MAIN TECHNICAL DATA
Type Output (t/h) Motor Power (kw) Feeding Width (mm)

PSX-5070 8~15 560 (750HP) 1,800
PSX-6080 15~ 30 750-1,120 (1,000-1,500HP) 2,000
PSX-80104 30 ~5b 1,500-2,200 (2,000-3,000HP) 2,600
PSX-88104 80 ~ 100 3,000 (4,000HP) 2,600
PSX-98104 120 ~ 160 4410 (6,000HP) 2,600

MAIN PARTS:

e Apron Conveyor e Hydraulic System

e Feeding Rollers e Magnet

e  Shredder e Electric Control System
e Main motor e [edusting System
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Machines for scrap recycling.

LAY-OUT AND MAIN PARTS  rerrous stacker conveyor

L 23 1
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Main motor
and cabinet

Dedusting system

=18 Shredder

Apron conveyor
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APRON CONVEYOR
AND FEEDING ROLLERS
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Type: PSX-88104
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SHOCK ABSORBING SPRING: ==\, <& B, L jj UNIVERSAL JOINT:
Reduce the shocking for main [ reduce the shocking for motor
body and protect all parts when big shock for shredder
safety
Magnet drum (electrical) Overband magnet (options)
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SOFT STARTER
FOR MAIN MOTOR

(CASE FOR EUROPEAN CAR RECYCLING 6KV/900KW MOTOR)

300 3-5 sec. ENGINE STOP 2-3 sec.
CURRENT/A ® 275A (MAX: 25TIMES RATED CURRENT)

..................................................................................................................................................................

Without soft starter
control, current
increase very quickly,

START CURRENT: MAX 200A (UNDER 1.8-2TIMESRATED CURRENT)

within 3sec. will @
reach maximum
value( 2.5 times rated
current)
150
Through by “Soft
120 Startey System” water 110A (RATED CURRENT)
resistance starting
90 cabinet, control the
o v slowly, and let the
startup be completed
before the peak value WORKING CONDITION
30 is reached.
) /Start by PLC control Water resistance starting cabinet (static) TIME/ 0.1SEC
*‘”’””\m:ﬂﬂ:ﬂ:}mﬂ’:‘ﬂs;mQR%SQQ’;@SERB%8833%&22295%&’5%;??;8§§§
Rated Current Working Current = Start Current(without control)  secees 2.5 Rated Current
The flow of separation system Non-ferrous material froIn Shredder Line
| Overband magnet |
| Trommel
_<6mm | 6-120mm |
Cont
Non-metal
; T
[ Trommel ]
|__6-15mm | 15-40mm | 40-60mm [ 60-120mm | >120mm

Container
box

| Magneic drum | 1 | Magneic drum 1 [ Magneic drum - [ Magneic drum ] R R

——————————————————————————— R e e By M
| Eddy current h | Eddy current |1| Eddy current h | Eddy current h NF(stainless:wire.etc) from separation system

H \ | 1 | Zorba |

"""""""""""""""""""""""""""""""""""""""""""""""""""""""" "t__LZ_e_lzr_a_)__‘: ir separation

. , , ‘ R .

| NF(8-15mm) b NF(15-40mm) o NF(40-60mm) ol NF(80-120mm) [ oo NFE__}
1 Non-metal bl Non-metal . Non-metal P Non-metal i ! Non-metal | S
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DE-DUSTING
SYSTEM
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INDUCTION
SEPARATION

1) feeding width (mm) :600,1200,1800,2400
2) feeding length (mm) :550,1100,1650,2200
3) processing capacity (T/H) :1-4(ASR) IBA:2-8
4) motor (KW) : 4.5-75
5) external dimension (mm) :
1780x(990,1590,2290,2700)x 6000
6) equipment weight (Kg) :2800,38004900,6000

suitable for material particles of 10-120mm

Stamless
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EDDY CURRENT UNIT

1) feeding width (mm) :600,800,1000,1200,1500
2) feeding length (mm) :1500

3) processing capacity (T/H) :3-10 5
4) motor (kw) : 5-10 ) v

b) external dimension (mm) : ~ : Z0RBA
1860 x (2060,2260,2460) x 4800 SN % o (LARGE SIZE)
6) equipment weight (Kg) :2000,2250,2500,2750,3225 {SuSuEan S5

suitable for material particles of 5-120mm N ZURBA

4 (MEDIUM SIZE)

/0RBA
(SMALL SIZE)

CONTACT SALES HEADQUARTERS

SIENCE 1971 SIENCE 1998

UL. BOJEMSKIEGO 15 +48508032820  ROBERT@PHUCENTER.PL
42-202 CZESTOCHOWA — +44 7497346231 MAGDALENA@PHUCENTER.PL

@ Jsm- ‘, POLAND WWW.PHUCENTER.PL
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